
 
 

Super Streets Rules 
 
WEIGHT: 

1. 2,800lbs. with driver. 
2. No ballast allowed in driver’s compartment. All ballast must be painted white 

with car number and attached to frame or roll cage with a minimum of two, 
½” bolts. 
 

FRAME & ROLL CAGE: 
1. Stock front clip should be minimum of 24-inches from ball joint back. Frame 

can be tube chassis the rest of the way back. 
2. Bracing allowed between the frame rails. 
3. Unibody cars will be allowed as long as the front-to-rear have sub connectors 

of at least 2×2 steel.  
4. 104″ minimum wheelbase. 
5. Any repairs to front stub must retain OEM measurements for make and 

model of car. These repairs are subject to track official approval. 
6. Roll cage must be composed of a minimum 1 ½” OD .090 thickness round 

steel tubing. 
7. A four-post roll cage must be installed with minimum 3 door bars on driver’s 

door. At critical joints in the driver’s door must have gusset plates. Driver’s 
door must have 1/8″ steel plate welded. 

8. Minimum 2 bars for passenger side door. 
9. Bars may be added from firewall forward to protect frame and radiator. 
10. Main roll cage can be braced rearward. 
11. Drive shaft hoop is mandatory and must be installed 6-8″ behind 

transmission tail shaft. No chains allowed. 
12. No bars shall protrude through windshield, windows, or body panels. 
13. All four corner posts of the cage must be roof high and connected by a roof 

hoop. All four corner posts must fasten directly to the chassis and have 
braces at dash height both in front of and behind the driver. 

14. Minimum 3 front window bars in window opening in front of driver is 
mandatory. Window screens/mesh mandatory. 

15. Window Net with quick-release latch is mandatory on driver’s window. 
 
 
 
 
 
 



BODY: 
1. Front and Rear Fire Wall mandatory. Steel or aluminum floor pan required. 
2. Interior decking allowed. No fuel lines inside driver’s compartment. 
3. Flat roofs allowed. Roof length (front to back) is a minimum of 44-inches and 

a maximum of 52 inches. Minimum height is 45-inches, maximum is 48-
inches. 

4. Filler panel required at rear; NO open rear-end areas allowed. 
5. Body parts can be steel or aluminum. 
6. All body panels must be securely fastened or welded at all times. Wire ties or 

plastic fasteners not permitted. 
7. MD3 noses allowed. Plastic nose and tail covers allowed. Wedge noses are 

permitted. 
8. Maximum width of front fender flares is 90” with tires pointed straight.  
9. Front and rear bumpers must be safety chained to the frame or hood bar. 

Each bumper must have a towing chain attached. 
10. Hoods and trunks must be securely fastened with a pin-type fastener. Bolts 

and chains are not allowed to hold down hoods and trunk lids. 
11. Doors-Maximum width is 76-inches at top of doors, maximum 82-inches at 

bottom of door. 
12. Fuel cell is mandatory, maximum 32-gallon. 
13. 8″ spoiler maximum from deck lid to top of spoiler. Spoiler must not exceed 

72-inches wide, including supports/braces. 
14. All car numbers must in neat appearance and minimum of 18-inches on both 

sides and roof. 
 
SUSPENSION: 

1. Any rear suspension set-up permitted. Must be steel. 
2. Front suspension upper and lower A-Arms and spindles can be aftermarket 

and adjustable. Must be steel. 
3. Spring adjusters or jack bolts permitted. 
4. Steel tube with heim steering components allowed. 
5. Stock steering box only. No rack and pinion. Steering quickner allowed. 
6. Aftermarket race springs allowed. 
7. Steel racing shocks only. One shock per wheel. 
8. Bird cages allowed on rear suspension. 
9. No aluminum suspension parts permitted. 

 
BRAKES: 

1. Car must have 4 working brakes mandatory. 
2. All brake calipers must be steel. 

 
 
 
 
 
 



ENGINE: 
1. Cast-iron blocks only. No aluminum blocks 
2. Cast-iron heads or Maximum 23-degree aluminum heads allowed 
3. Roller cams allowed 
4. Aluminum intake allowed 
5. Any gasoline or alcohol carburetor – 1 only. No fuel injection. 
6. MSD or similar ignition box allowed. No magnetos or crank triggers. MSD box 

or similar must be out of reach of driver while belted in the car. Traction 
control not allowed. If you are caught with traction control, you will not be 
allowed to return to the track for one year. 

7. Motor setback up to 6-inches from the number 1 spark plug to the upper ball 
joint allowed. 

8. No dry sump. No accusump or partial dry sump systems. Must be complete 
wet sump system. 

 
FUEL SYSTEM: 

1. No electric fuel pumps. Belt-driven fuel pumps allowed, etc. 
2. Race gasoline, E-85 and alcohol allowed No nitrous oxide. No fuel mixtures 

allowed. No additives of any kind allowed. 
3. Fuel cell mandatory. Maximum 32-gallon capacity. Fuel cell must be mounted 

in trunk area between frame rails with at least 1 ½” clearance on all four 
sides. Minimum of two, 12 gauge 1 ½ inch wide safety straps mandatory. 

4. 12″ inch clearance to the ground required. 
 
EXHAUST: 

1. Headers allowed. 
2.  It is highly recommended that exhaust run under car and exit behind driver. 
3. No exhaust allowed exiting through the hood. 

 
BATTERY: 

1. Battery must be secured to frame or roll cage and if in driver’s compartment, 
must be in a battery box. 

2. A battery disconnect switch/kill switch with clearly marked on/off label is 
required within reach for safety officials. 

 
TRANSMISSION:  

1. Transmission with minimum 2 forward and 1 reverse gear. 
2. Automatic or manual transmission permitted. 
3. Bert, Brinn, or Falcon-type transmission allowed. 
4. Steel driveshaft only. Painted white with car number marked 

 
REAR: 

1. No quick-changes. 
2. Any OEM stock steel rear housing permitted.. 
3. Floater axles OK. 

 



WHEELS: 
1. Steel racing wheels 10″ maximum only. No aluminum or carbon fiber wheels. 
2. 1″ lug nuts are mandatory on all 4 wheels. 
3. Bead locks permitted. 

 
TIRES: 

1. Hoosier Emod tire or American Racer. 
2. Grooving and siping allowed. 
3. Soaking NOT allowed. 

 
SAFETY: 

1. All competitors must wear a driving suit of a flame retardant nature. If the 
driving suit is a two piece suit both the top and bottom must be worn at the 
same time. Nomex gloves are mandatory while shoes, and underwear are 
highly recommended. Snell rated SA2000 or newer full shield racing helmet 
is required. An approved 2.5 lb. fire extinguisher in working order mounted 
within reach of driver is mandatory. Onboard fire protection system is highly 
recommended. 

2. Any car using alcohol/methanol race fuel MUST have a 2” fluorescent orange 
A on the driver and passenger rear window support. 

3. All cars must have a fire wall between driver and engine, and between driver 
and fuel tank. 

4. A minimum 3-inch wide SFI approved 5-point racing harness/belts 
mandatory, which includes a crotch/submarine belt. All belts that are 3 years 
or older are not permitted. The dates for belts must be legible. Belts must be 
securely fastened to roll cage with nuts, bolts, and washers. 

5. A made-for-racing high back aluminum seat is mandatory. 
6. A neck collar or HANS or Hutchins device is highly recommended. 
7. Window net quick release system must pass officials inspection or will not 

race. 
8. Minimum of 4 post roll cage and 3 door bars. Pipe to be no smaller than 1-

1/2 o.d. and .090 thickness. All bars must be gusseted and welded to the 
chassis. All bars near driver’s helmet must be padded. Roll bar padding and 
neck brace are strongly recommended. 

9. No mirrors allowed. 
10. Batteries must be securely fastened. Boxed and covered (if in driver’s 

compartment). 
11. All cars must have a drive shaft hoop. Drive shaft painted white. 
12. Doors, hoods, and trunks must be securely fastened. No car will be permitted 

to run without. 
13. Driver’s compartments must be fully enclosed. Complete floorboard, no holes 

in firewall, etc. 
14. All cars must have 4 wheel brakes in good working order. 
15. All cars must have a well-marked kill-switch. 
16. Loose objects and/or weight will not be allowed above in the driver’s 

compartment. Any weight added to other areas of the race car must be 



securely mounted, using a minimum of two ½ bolts through weights. 
Weights must be painted white and have your car number painted on them. 

17. Exhaust systems must be mounted in such a way as to direct spent gases 
away from the cockpit area of the vehicle and away from areas of possible 
fuel spillage. 

18. No carbon fiber brakes, drive shafts, wheels, etc. 
 

RACEceiver: 

1.  RACEceiver (one way) Radio is mandatory and shall be used by drivers during all 

wheel packing, hot laps, heat races, and B/A Main sessions. Frequency 454.000 

 
 
 
 


